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CDMA/GSM 




j Phone Acquires 




; Service on CDMA- 




i network 





I 



i User places call or 
j receives incoming 
■ page in CDMA 
mode 



5^° 



! 

T 



Phone sends Origination 
Message or Page Response 
including REQUEST_MODE 
field indicating ability to use 

GSM Dedicated Channel 



\ 
i 



Network receives 

indication and 
decides to assign 
call to GSM 
network 



CDMA network 
communicates with GSM 
network to identify phone 
and coordinate dedicated 
channel setup 



GSM network 
provides channel j 
information to 
CDMA network 



%6 



o 



CDMA network passes GSM j 
channel designation to 

phone via Extended Channel \ 
Assignment Message 
(ECAM) 



2 7*e> 



Phone receives ECAM 
and tunes to GSM 
network, acquires 

dedicated channel and 
begins call 
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Origination Response Message 








SCM 


8 


REQUESTMODE 


3 


SPECIAL_SERVICE 


1 






SO BITMAP 


Variable 


EXT REQUEST MODE INCL 


1 


EXTREQUESTMODE 


8 



Fit* A / 




Bit 



1 



2-7 



Mode 



GSM Single-Slot Dedicated Channel 



GSM Multi-Slot Dedicated Channel 



Reserved 



01 



50 





Value 


Assignment Mode 


000 


Traffic Channel Assignment 




001 


Paging Channel Assignment 




010 


Acquire Analog System ! 




Oil 


Analog Voice Channel Assignment 




100 


Enhanced Traffic Channel Assignment 




- 101 


Acquire GSM System 




110 


GSM Voice Channel Assignment 


All other values are reserved 








RESPOND 


1 ^ 




PCSBANDFLAG 


1 




ARFCN 


10 











&D2 

C 0 c 



PCS_BAND_FLAG 


1 


ARFCN 


10 


TIMESLOT 


3 


HALF/FULL 


1 


HOPPING_SEQUENCE 


8 


CIPHERING 


Variable 




